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Installation & Care Guide

Prepare the substrate to be as flat and 
defect free as possible to ensure an even 
installation. Dry laying the tile is recom-
mended. Cut tiles to fit the space as needed.

Check alignment and consistency of spac-
ing between the tiles. 3/8-inch nominal 
joint spacing is recommended.

When fully cleaned and cured, re-seal the 
tile and grout with an enhancing sealer. 
A Matte Finish type sealer can be used as 
a final application to give a satin sheen to 
indoor installations.

Apply mortar using a 1/4” or 1/2” notch 
trowel to achieve a medium to thick mor-
tar bed.  Work 2-4 square foot section at a 
time to prevent mortar skim over.

Apply an enhancing sealer prior to grouting 
to act as grout release and to deepen tile 
color. Cover decorative accents to prevent 
grout from filling the relief.

To maintain the tile installation, clean with 
a mild detergent solution such as Murphy’s 
Oil Soap. Enjoy the long life of your paver floor! 

For more information: refer to the TCNA 
Manual (Tile Council of North America), 
current edition for tile installation stan-
dards and methods.

Lay the tile in the preplanned repeat pat-
tern. Gently press down on the tile with a 
grout float and/or straight edge to achieve 
a uniform and level surface.

Grout tiles with a course sanded grout. 
Immediately wipe off the excess grout. Re-
move any grout set in the decorative relief. 
Let the grout fully cure overnight.
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